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shall be functioning during all proce-
dures in this subpart.

(2) Maintenance to correct compo-
nent malfunction or failure shall be au-
thorized in accordance with § 86.084–25.

[48 FR 52203, Nov. 16, 1983, as amended at 49
FR 48140, Dec. 10, 1984; 54 FR 14559, Apr. 11,
1989]

§ 86.884–6 Fuel specifications.
The requirements of this section are

set forth in § 86.1313.

[54 FR 14559, Apr. 11, 1989]

§ 86.884–7 Dynamometer operation
cycle for smoke emission tests.

(a) The following sequence of oper-
ations shall be performed during engine
dynamometer testing of smoke emis-
sions, starting with the dynamometer
preloading determined and the engine
preconditioned (§ 86.884–12(c)).

(1) Idle Mode. The engine is caused to
idle for 5.0 to 5.5 minutes at the manu-
facturer’s recommended curb idle
speed. The dynamometer controls shall
be set to provide the speed and load
necessary to comply with the heavy-
duty ‘‘curb idle’’ definition per § 86.084–
2, in accordance with predominant en-
gine application.

(2) Acceleration mode. (i) The engine
speed shall be increased to 200 ±50 rpm
above the measured free idle speed
measured at the point where the throt-
tle begins to move from part-throttle
to the full throttle position. The speed
anywhere during this mode should not
exceed this checkpoint speed by more
than 50 rpm. The duration of this first
acceleration shall be three seconds or
less measured from the point where the
speed first begins to increase above idle
to the point where the throttle reaches
full open position.

(ii) Immediately upon completion of
the mode specified in paragraph
(a)(2)(i) of this section, the throttle
shall be moved rapidly to, and held in,
the fully open position. The inertia of
the engine and the dynamometer, or al-
ternately a preselected dynamometer
load, shall be used to control the accel-
eration of the engine so that the speed
increases to 85 percent of the rated
speed in 5 ±1.5 seconds. This accelera-
tion shall be linear within 100 rpm as
specified in § 86.884–13(c).

(iii) After the engine reaches the
speed required in paragraph (a)(2)(ii) of
this section the throttle shall be moved
rapidly to, and held in, the fully closed
position. Immediately after the throt-
tle is closed, the preselected load re-
quired to perform the acceleration in
paragraph (a)(2)(iv) of this section shall
be applied. For electric motoring dyna-
mometer operation in speed mode, the
deceleration shall be performed in 2±1.5
seconds.

(iv) When the engine decelerates to
the intermediate speed (within 50 rpm),
the throttle shall be moved rapidly to,
and held in, the fully open position.
The preselected dynamometer load
which was applied during the preceding
transition period shall be used to con-
trol the acceleration of the engine so
that the speed increases to at least 95
percent of the rated speed in 10 ±2 sec-
onds.

(v) For electric dynamometer oper-
ation in speed mode, motoring assist
may be used to offset excessive dyna-
mometer inertia load when necessary.
No negative flywheel torque shall
occur during any of the three accelera-
tion modes in paragraph (a)(2) of this
section except for a maximum of 10ft-
lbs. for the first 0.5 second of the mode.

(3) Lugging mode. (i) Immediately
upon the completion of the preceding
acceleration mode, the dynamometer
controls shall be adjusted to permit the
engine to develop maximum horse-
power at rated speed. This transition
period shall be 50 to 60 seconds in dura-
tion. During the last 10 seconds of this
period, the average engine speed shall
be maintained within 50 rpm of the
rated speed, and the average observed
power (corrected, if necessary, to rat-
ing conditions) shall be no less than 95
percent of the maximum horsepower
developed during the preconditioning
prior to the smoke cycle.

(ii) With the throttle remaining in
the fully open position, the dynamom-
eter controls shall be adjusted gradu-
ally so that the engine speed is reduced
to the intermediate speed. This lugging
operation shall be performed smoothly
over a period of 35#5 seconds. The rate
of slowing of the engine shall be linear,
within 100 rpm, as specified in § 86.884–
13(c).
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